
Carrier gas flow 1.0 mL/min
Constant flow On
Average linear velocity 36 cm/sec at 50°C
Injection mode Splitless
Purge on time 1.0 min
Purge on (split) vent flow 60 mL/min
Injection volume 1 μL
Injection temperature 250°C
Liner type 4 mm ID Double Taper

Analysis of aromatic amines from Azo Dyes
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APPLICATION NOTE

BPX35

Phase BPX35
Column 30 m x 0.25 mm x 0.25 μm
Azo Dyes standard 10 ppm solution in dichloromethane
Initial temperature 50°C, 2 min
Rate 1 15°C to 240°C
Rate 2 10°C to 280°C
Final temperature 280°C, 25 min
Detector MS
Carrier gas He, 7.1 psi

1.  Indoline
2.  o - Toluidine
3.  2,4 - Diaminoanisole
4.  p - Chloroaniline
5.  p - Cresidine
6.  2,4,6 - Trimethylaniline
7.  4 - Chlorotoluidine
8.  Unknown
9.  2 - Naphthylamine
10.  Unknown

Components

For more information visit www.trajanscimed.com or contact techsupport@trajanscimed.com

Column part number 054701

11.  4 - Aminodiphenyl
12.  4,4’ - Oxydianiline
13.  4,4’ - Diaminodiphenylmethane
14.  Benzidine
15.  3,3’ - Dimethyl-4,4’ - diaminodiphenylmethane
16.  3,3’ - Dimethylbenzidine
17.  4,4’ - Thiodianiline
18.  3,3’ - Dichlorobenzidine
19.  4,4’ - Methylene-bis (2 - chloroaniline)
20.  3,3’ - Dimethoxybenzidine
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