
Custom solutions for special performance requirements available on request

MPS Agitators

Specifications

Standard Agitator
• 6 positions

• 2 mL, 10 mL and 20 mL vials

• temperature range 35 … 200 °C, in increments of 1 °C

• agitation speed 250 … 750 rpm (± 15%) 

• dimensions 180 × 115 × 185 mm (H × W × D)

• weight 2.2 kg

Agitator for 2 mL Vials
• 15 positions

• 2 mL vials

• temperature range 35 … 200 °C, in increments of 1 °C

• agitation speed 250 … 750 rpm (± 15%) 

• dimensions 180 × 115 × 185 mm (H × W × D)

• weight 2.2 kg

Agitator for 40 mL Vials
• 4 positions

• 40 mL vials

• temperature range 35 … 100 °C, in increments of 1 °C

• agitation speed 250 … 750 rpm (± 15%) 

• dimensions 245 × 115 × 230 mm (H × W × D)

• weight 3.4 kg

Incubator for 100 mL Vials
• 2 positions

• 100 mL vials

• temperature range 35 … 180 °C, in increments of 1 °C

• dimensions 212 × 128 × 336 mm (H × W × D)

• weight 6.2 kg

Agitator Stirrer
• 6 positions

• 20 mL vials

• temperature range 35 … 120 °C, in increments of 1 °C

• operation in agitation or stirring mode selectable

• agitation speed 250 … 750 rpm (± 15%) 

• stirring speed 500 … 1500 rpm (± 15%) 

• dimensions 180 × 115 × 185 mm (H × W × D)

• weight 2.2 kg

Cooled Agitator
• 6 positions

• 2 mL, 10 mL and 20 mL vials

• temperature range 10 … 200 °C, in increments of 1 °C

• with peltier cooling UPC

• controlled by controller AUX 163 or C200

• dimensions 180 × 115 × 185 mm (H × W × D)

• weight 2.2 kg

Te
ch

ni
ca

l c
ha

ng
es

 r
es

er
ve

d
. 0

72
01

5


